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VELCRO® Brand 0140 ADHESIVE
0140 Adhesive is a non-tacky urethane pre-coat applied to the back of the tape. It is moisture resistant and ideal for
permanent bonding. 0140 is instantly activated by applying acetone or MEK (Methyl Ethyl Ketone). This is best
applied with a small brush to the back face of the tape to activate the adhesive. This product can be ultrasonically
welded onto porous substrates. Operating temperature range from -40°C to 12°C and provides a permanent bond suited for outdoor use. Sizes available are 25mm and 50mm in 22.8 metre rolls. Available colours are black and
white. Recommended substrates are: ABS, Plywood-raw and lacquered, Painted wallboard, Polyethylene, Metals,
Polypropylene, Leather, and Acrylic.
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IMPORTANT NOTICE TO PURCHASER
All statements, technical advice and recommendations contained herein are based on tests believed to be reliable, but the accuracy thereof is not guaranteed, and the following is made in lieu of all warranties, expressed or implied: Seller’s and manufacturer’s only obligation shall be to
replace the quantity of product proved to be defective. Neither seller nor manufacturer shall be liable for any injury, loss or damage, direct or consequential, arising out of the use of or the inability to use the product. Before using, user shall determine the suitability of the product for its
intended use, and user assumes all risk and liability whatsoever in connection therewith. No statement or recommendation not contained herein shall have any force or effect unless in an agreement signed by officers of seller and manufacturer.
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