
VELCRO® Brand ONE-WRAP® fasteners offer a versatile, self-
engaging solution for cable bundling that’s reusable, adjustable, and 
designed to meet safety code requirements. Available in multiple 
colors for clean and efficient cable management, as well as in a UL 
certified plenum rated option for use in air handling spaces.

Data Center Cable Management Solutions
Engineered for superior performance in hyperscale, enterprise and colocation data centers

VELCRO® Brand
ONE-WRAP® 888 Fasteners & 

ONE-WRAP® 889 UL Certified Fasteners

VELCRO® Brand ONE-WRAP® FR 889 only

[1]	Based on a comparison of VELCRO® Brand ONE-WRAP® FR against 4 market competitors internally benchmarked at Velcro Companies per internal methods similar to ASTM D5169. 
Performed November 2025. [2]ONE-WRAP® FR 889 is Certified to UL 62275 and CAN/CSA-C22.2 No. 62275-16, Cable Management Systems- Cable Ties for Electrical Installations. 
Included in our ONE-WRAP® FR 889 UL Plenum Rating Certification is compliance to UL 94 V-2 Flame Rating as well as an AH-2 rating in accordance with UL 2043. UL File E175213.

THE INDUSTRY BENCHMARK FOR CABLE MANAGEMENT FASTENERS

Benefits
	à Engineered for superior performance with options offering shear strength 1.5X greater than leading competitors[1] 

—ensuring a more robust, reliable solution for demanding environments.
	à Helps ensure safety and performance with valuable UL certified[2] offerings for use in air handling spaces.
	à Speeds up installation and minimizes operation downtime with the broadest color range on the market 

to offer better organization and identification for troubleshooting.
	à Avoids overtightening and cable damage—unlike traditional zip ties—protecting delicate cables 

such as fiber optics, complying with numerous industrial standards (ANSI/TIA, BICSI and AVIXA).
	à Delivers eco-friendly, easy adjustments for evolving cable needs, simplifying reworks and additions.
	à Made in North America, supporting supply chain resilience through rapid fulfillment.
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Features
 VELCRO® Brand 

ONE-WRAP® 888 Fastener
VELCRO® Brand 

ONE-WRAP® 889 FR Fastener

Material Hook
Polyethylene

Loop
Nylon

Hook
Polypropylene

Loop
Nylon
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Tape Design

Standard Widths 3/8”, 1/2", 5/8”, 3/4", 1"

Standard Lengths 25 yard rolls, 200 yard spools
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Strap Design

Standard Sizes 3/4" x 6", 3/4" x 8", 3/4" x 12"

Standard Length 200 yard spools

Performance Characteristics

 VELCRO® Brand 
ONE-WRAP® 888 Fastener

VELCRO® Brand 
ONE-WRAP® 889 FR Fastener

Peel Strength 0.87 PIW (1.5 N/cm) 0.99 PIW (1.7 N/cm)

Shear Strength 40 PSI (28 N/cm2) 75 PSI (52 N/cm2)

Cycle Life Medium

Plenum Rated No UL Certified, File 175213

Please contact us to learn more about our additional options in colors, widths, and lengths.
NOTE: All data in this brochure are for reference only. For proper use please contact us for the product specific Technical Data Sheet.

Colors

Black 
(330)

Grey 
(300)

Teal 
(893)

Brown 
(269)

Orange 
(760)

White 
(010)

Lemon Yellow 
(750)

Green 
(650)

Red 
(520)

Adamia/Purple 
(557)

Lime Green 
(183)

Blue 
(155)

Mimosa Yellow 
(702)

Pink 
(895)

Cranberry 
(502) 
FR Only

FR version available 
in black, white and 
cranberry.

Applications

Industrial
Cable 
Management

VELCRO® Brand
ONE-WRAP® 888 Fasteners & 

ONE-WRAP® 889 UL Certified Fasteners

CONTACT US 
FOR A PART 
NUMBER LIST

AMERICAS
USA
Velcro USA Inc.
Tel: (+1) 800 225 0180
marketing@velcro.com
www.velcro.com

EMEA
Spain 
Velcro Europe S.A.
Tel: (+34) 93 758 32 98
infovesa@velcro.com
www.velcro.es

Germany
Velcro GmbH
Tel: (+49) 7141 991 19-0
infovgmbh@velcro.com
www.velcro.de

France
Velcro Industries France S.A.S.
Tel: (+33) 1 34 38 78 88
infovif@velcro.com
www.velcro.fr

Belgium
Velcro Belgium NV
Tel: (+32) 9 386 12 18
infobe@velcro.com
www.velcro.be

Italy 
Velcro Italia, S.R.L.
Tel: (+39) 039 62 70 01
infoveit@velcro.com
www.velcro.it

UK
Velcro Limited
Tel: (+44) 1606 738 806
infovltd@velcro.com
www.velcro.co.uk

Poland
Velcro Poland Sp. z o.o.
Tel: (+48) 71 661 90 34
infopl@velcro.com
www.velcro.pl

Mexico
Velcro de México, S.A. de C.V.

Tlalnepantla de Baz, 
Edo. de México
Tel: (+52) 55 5005 3300
infovdmex@velcro.com
www.velcro.com.mx

León, Gto
Tel: (+52) 477 980 0630
infovdmex@velcro.com
www.velcro.com.mx

Uruguay
Velcroindustrial 
del Uruguay S.A.
Tel: (+598) 2288 0008
infovurg@velcro.com
www.velcro.com.uy

Brazil
Velcro Brasil Importação, 
Exportação e Comércio de 
Sistemas de Fixação Ltda.

Novo Hamburgo, 
Rio Grande do Sul
Tel: (+55) 21 2018 3058
infovbra@velcro.com
www.velcro.com.br

Sumaré, São Paulo
Tel: (+55) 21 2018 3058
infovbra@velcro.com
www.velcro.com.br

Argentina
Velcro Argentina S.A.
Tel: (+598) 2288 0008
infovarg@velcro.com
www.velcro.com.ar

APAC
Australia 
Velcro Australia Pty. Ltd.
Tel: (+61) 3 9703 2466
infovaus@velcro.com
www.velcro.com.au

China
Velcro China Fastening 
Systems Company Limited
Tel: (+86) 512 8164 5888
infovch@velcro.com
www.velcro.com.cn

Hong Kong
Velcro Hong Kong Limited
Tel: (+852) 2571 9500
infovhk@velcro.com
www.velcro.com.hk

Vietnam
Velcro Vietnam Company Limited
Tel: (+84) 274 2222 497
infovn@velcro.com
www.velcro.com

https://velcro.formstack.com/forms/cable_management_contact_us&Lead_Source=Web&Lead_Source_Detail=Data_Center_Products



